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Media Wall Media Wall 
Cont inuing Mode-AL s commitment to developing products for indust ry specif ic 
applications, we are proud to introduce the all new Media Wall. 

Consult ing with our dist ributors, clients and indust ry specif ic experts, we have 
started with a blank canvas and using some of the ideas behind our 
internat ionally successful Monitor Stack system, we have produced the Media 
Wall range. 

The Media Wall range is specifically targeted at the Security, Process and Retail 
indust ries as they tend to require off the shelf deliveries, fast on-site set up 
and a more cost effective product. 

  What is the difference between a Monitor Stack and a Media Wall? 

A Monitor Stack is individually tailored to each client s requirements with no 
limits on height , width or shape. Each screen is posit ioned so the faces are 
within 1mm of the adj acent screen faces and we rout inely incorporate the 
following and a whole host of other requirements within the stack which is all 
contained within a depth of 180mm and has full cable management: 

UMD s (Under Monitor Displays) 

Clocks 

Speakers 

19 rack mounted equipment 

Sequential start power distribution 

Optical repeaters 

MEU s (Mult iformat Engine Units) 

The Media Wall has been designed with a very different purpose: 

The most economical way of mounting multiple screens both space 
and cost wise      

The most important feature we have taken from our Monitor Stack range is the 
cable management , as this was the key to our development focus group s 
requirements. Secondly, our unique screen mount ing brackets allow the removal 
of the screen with as lit t le as 5mm clearance between the screens above and 
adj acent to it and of course our bank t ilt , which allows a whole bank of screens 
to be tilted to the same angle, significantly reducing the set-up time. 

A Media Wall has 3 leg heights - 2.0m, 2.2m and 2.4m 

The legs have opt ional 4" cable t rays; allowing the client to specify how many 
vertical trays are required. We have optional end covers for the legs, but to keep 
the cost down, these will only be needed if the legs are in view. And f inally, the 
Media Wall has optional bolt down bases instead of feet. 

The Media Wall has customer definable beam lengths up to 3.2m between legs 
and a choice of sizes of beam - 60, 120 and 180mm deep. Each beam has a 3" 
cable t ray as standard, with opt ions of 2" and 4" available if required. 
Opt ional under slung cable t ray brackets bring Monitor Stack versat ilit y to 
the Media Wall range. We also have a new development of stub beams, 
allowing screens to be mounted on short sections of beam cantilevered out 
from the legs. 

Media Walls Media Walls 

Media Wall Legs  

1.) Extruded upright 180 x 30mm with length choice of 2.0, 2.2 or 2.4m  

2.) End cover manufactured from pre-anodised aluminium finish. 
Powder coat option is available as a special order to any RAL or BS 
paint finish.  

3.) Cable Tray 100mm (4") as standard. Includes stand offs to allow for 
easy  cable installation. Options of 75mm (3") and 50mm (2") trays also 
available.  

4.) Standard foot with levelling feet allows for ±10mm of height 
adjustment. Powder coated Mode-AL silver as standard. Can be colour 
matched to the end covers as a special order.  

5.) Bolt down base - ideal for reducing the foot print of the stand or for 
high traffic areas 
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